Induced transparency is a common but remarkable effect in optics. It occurs when a strong driving field is used to render an otherwise opaque material transparent. The effect is known as electromagnetically induced transparency in atomic media and optomechanically induced transparency in systems that consist of coupled optical and mechanical resonators. In this work, we introduce the concept of photothermally induced transparency (PTIT). It happens when an optical resonator exhibits non-linear behavior due to optical heating of the resonator or its mirrors. Similar to the established mechanisms for induced transparency, PTIT can suppress the coupling between an optical resonator and a traveling optical field. We further show that the dispersion of the resonator can be modified to exhibit slow or fast light. Because of the relatively slow thermal response, we observe the bandwidth of the PTIT to be 2π × 15.9 Hz which theoretically suggests a group velocity of as low as 5 m/s.
I. INTRODUCTION
Electromagnetically induced transparency (EIT) can occur when a medium that would otherwise absorb a probe field is rendered transparent by altering the atomic state with a control field [1] [2] [3] . The control field creates two dressed states that destructively interfere, resulting in a transparency window for a resonant probe field. The first demonstration of EIT was performed by Boller et al. in 1991 [1] , showing transmittance transparency in an atomic transition. This phenomenon was widely recognized and applied in the manipulation of photons [3, 4] . The EIT technique was shown to reduce the group velocity of light dramatically in an ultracold atomic gas (17 m/s at 589 nm) [5] , thereby trapping light pulses for a controlled period of time (up to ∼ 0.5 ms) [6] . Observations of this ultraslow light pulse were then reported in other solid [7, 8] and gaseous [9] [10] [11] media.
An analogous phenomenon exists in optomechanical systems composed of coupled optical and mechanical resonators, known as optomechanically induced transparency (OMIT) [12] [13] [14] . Beating between control and probe fields produces a radiation pressure force that oscillates at the resonant frequency of the mechanical resonator and induces coherent oscillation of the resonator. The motion of the mechanical resonator then modulates the control field and generates a sideband that destructively interferes with the probe field to produce transparency. In 2010, Weis et al. [12] presented a form of OMIT in a toroidal microcavity. By changing input control light power, they achieved a tunable OMIT transparency window from 50 to 500 kHz compared with the total cavity loss rate of 15 MHz. The OMIT effect was also observed in other optomechanical systems [15] [16] [17] , and its nonlinear version has been investigated [18, 19] . It has found potential applications in slow light [13, 20] , Kerr nonlinearities [21] and precision measurement [22] . The presence of optomechanically induced absorption or a narrow gain feature can additionally lead to causality-preserving superluminal propagation (group advance) [8, 23, 24] . * Ping.Lam@anu.edu.au Here, we theoretically propose and experimentally demonstrate a transparency phenomenon induced by the photothermal effects in an optical cavity. In a similar manner to radiation pressure [13, 25, 26] , the photothermal effects couples cavity optical path length to the intracavity power. This is due to the absorption of photons by the cavity mirrors leading to thermal expansion and refractive index change of the mirror coating and substrate. These photothermal effects can either decrease or increase the optical path length of the cavity depending on the interaction [27, 28] . Just as with radiation pressure, the modulation in cavity length caused by the photothermal effects gives rise to feedback between intracavity power and cavity length.
We investigate the dynamics of an optical cavity that is driven by both a bright control field and a weaker probe field. If the cavity exhibits photothermal effects, then interference between the two fields will lead to a modulation of the cavity optical path length at the frequency difference between the two driving fields. This length modulation will, in turn, generate Stokes and anti-Stokes optical sidebands. In the total cavity transmission spectrum including two-sidebands contribution, we find a near-unity dip with its efficiency and bandwidth being tunable via the power and effective detuning of the control field. We call the effect photothermally induced transparency (PTIT) for consistency with EIT and OMIT. In all three cases, the presence of a strong optical control field suppresses the coupling between a weaker optical probe and a resonance feature. For EIT, this produces increased transmission through an atomic media. For OMIT with a single-ended cavity, the effect is observed in the increased transmission [12] or decreased reflection [13] from the coupling interface. Here, we consider PTIT in a two-ended cavity and the effect is observed as a decrease in transmission. The term "transparency" is therefore counter-intuitive in this context but is consistent with the established terminology of OMIT.
In addition, we find that the transmission spectrum for the probe field is strongly modified in the vicinity of the control field frequency, showing a unique feature that cannot be found in EIT or OMIT. The spectrum exhibits both decreased and increased transmission, with a depth and width that are mediated by the control field intensity and the properties of the photothermal effects. This is the result of the destructive (or ) is split into a strong laser (control) and a weak laser (probe) with their frequencies being modulated by two acousto-optic modulators (AOM) respectively. The two lasers are recombined by a 50:50 split and then coupled to a linear optical cavity. The substrate (made from fused silica) of the cavity front mirror is placed inside the cavity such that the photothermal effects are enhanced. The polarization of the laser is tuned by a half-wave plate (HWP) to avoid birefringence effects. A laser window is used to pick up the cavity reflection (blue detector) and the reference signal (green detector). The transmitted power of the cavity is also detected by a photo-diode (red). (B) The strong laser is partially absorbed by the cavity mirrors, leading to the expansion of the mirror surfaces and the refractive index change of the substrate. The front mirror is orientated such that its high-reflectivity (HR) coating faces outward, and its anti-reflectivity (AR) coating faces inward. The end mirror attaches a piezoelectric actuator (PZT) used to scan the cavity length. (c)-(D) Reference (green), reflection (blue) and transmission (red) signals detected by the three optical detectors. The left panels present the spectral configuration of control and probe lasers. The middle panels show the detector signals normalized to cavity resonance. Each data set (dots) are fitted using a sine wave (solid lines). The curves on the right panels are shifted for clarity, which allows us to see the phase shift relative to the reference signal. The probe frequency relative to control frequency is set as Ω p = 2π × 8 kHz and Ω p = 2π × 5 Hz for figures C and D respectively. The signals are measured at a control power of about 90 mW and effective control detuning of about 2π × 140 kHz.
constructive) interference between the intracavity probe field and the scattered anti-Stokes (or Stokes) field. The spectrally narrow feature has a large dispersion that leads to an optically tunable delay and advancement of group velocity on the order of milliseconds. We note that, unlike EIT and OMIT, PTIT does not involve the interference of two quantum paths due to the dissipative nature of photothermal effects.
II. RESULTS

A. Bistability
Our experimental setup is shown in Fig. 1A . A laser is split into a very intense control laser and a weak probe laser via a polarizing beam splitter (PBS). The detuning of the two beams is controlled using two acousto-optic modulators (AOMs). The two beams are then recombined and are injected into an optical cavity consisting of a convex front mirror and a concave end mirror. To measure the cavity response, we detect the transmitted and reflected light (denoted in red and blue, respectively), as well as a reference for the input intensity (denoted in green). A laser window is used as a beam pick-off for the reference beam and cavity reflection. Figures 1C-D show a sample of the collected data where the control is tuned near the cavity resonance. The beat note between the control and probe is detected and used to infer the amplitude of the probe and the relative phase between the two beams on transmission and reflection. When the frequency of the probe field is near that of the control field, the beat note is suppressed and phase-shifted in the transmitted signal.
There are several models that give quantitative descriptions of the photothermal effects in an optical cavity [29, 30] . Here, we use an empirical equation that has been demonstrated experimentally [27] . We consider a cavity mode (a) which is driven by a strong control field with frequency ω con and power P con . The cavity mode is also driven by a much weaker probe field with frequency ω p and power P p . We investigate the dynamics of the system using the equations of motion in the rotating frame of ω coṅ
where x th is the total cavity length change due to photothermal effects (including photothermal expansion and photothermal refractive index change), γ th is the effective photothermal relaxation rate, and β = |dx th /dP c | is the effective photothermal coefficient. The sign of β here is negative due to the outwards expansion of the front cavity mirror and the refractive index increase of its substrate. The control field is detuned from the cavity resonance by ∆ = ω con − ω cav . The amplitude of the control field is given as ε con = P con κ f / ω cav where κ f is the loss of the front mirror. The frequency of the probe (amplitude ε p = P p κ f / ω cav ) is Ω p = ω p − ω con in the rotating frame of the control frequency. The total loss rate of the cavity, κ, includes an external loss rate and an intrinsic loss rate. The intracavity power is P c = ω cav |a| 2 /τ cav , where τ cav = 2L c /c is the cavity round-trip time and L c is the cavity length. The cavity mode and the photothermal effects are coupled at the rate G = ω cav /L c . In the case that the probe field is much weaker than the control field, we can linearize Eqs. (1)-(2) using the assumptions, x th = x 0 + δx th , a = a 0 + δa, and a * = a * 0 + δa * . We obtain following steady state solutions after doing the linearization
and the linearized dynamical equations:
where α = β ω cav /τ cav , and ∆ 0 = ∆ + Gx 0 is the effective detuning of the control laser from the cavity resonance. We look at the steady-state solutions first before moving towards the analysis of the system dynamics. The cavity resonance shift due to the photothermal effects is proportional to the cavity length change x 0 as indicated by Eq. (4). Also, x 0 is linearly linked to the intracavity power as shown in Eq. (3). We can combine Eqs. (3) and (4) to obtain a cubic equation for x 0 . If the cubic equation has only one real root, then the system has only one steady state. If there are three distinct real roots, then the system is in a bistable state where two solutions are stable and the other one is not. Figure 2A maps stability against the free parameters of control field detuning and power, with the blue region representing the presence of the bistable state and the yellow region being the single-stability regime. Our following experiments run within the bistability regime where the cavity can be self-stabilized under a blue-detuned control without any external active feedback control.
To explore the steady state of the cavity during the experiment, we slowly scan the cavity length using the piezoelectric actuator attached to the end cavity mirror. At a control power of P con = 160 mW, we observe optical bistability in the transmitted signal of the cavity, as shown in Fig. 2B . The cavity The insets illustrate the diagrams of transmission dip and amplification peak present at blue and red detunings respectively. Note that the red-detuned cavity can be stable only in the single-stability regime. Given that our experiment run in the bistable regime, the relevant amplification process is not observed for the red-detuned case.
resonance is shifted and the typical Lorentzian response of a cavity is deformed due to the photothermal non-linear interaction [28, 31] . There are two distinct paths for the cavity behavior depending on the scanning direction. The cavity is self-locked when increasing the cavity length via the actuator and is anti-self-locked when scanning from the other direction.
B. Photothermally induced transparency
We now look at the dynamic behavior of the system. If we consider the ansatzs, δx th = qe −iΩ p t + q * e iΩ p t , δa = A − e −iΩ p t + A + e iΩ p t , δa * = (A − ) * e iΩ p t + (A + ) * e −iΩ p t , and insert them into Eqs. (5) and (6), we obtain the solution of the first order,
The transmitted field is given as follows,
where κ e denotes the loss of the cavity end mirror. In a bare optical cavity response, there is only one sideband as A + = 0 (see Supplementary Material). In the presence of photothermal effects, the beating of the control and probe fields induces a periodic oscillation of the effective cavity length δx th . The oscillation of δx th gives rise to anti-Stokes and Stokes scattering from the control field. This process of photothermal back action generates two sidebands at Ω p (probe field) and −Ω p inside the cavity. The sidebands are not negligible as they are close to cavity resonance. The beat frequency of the control and probe fields determines the time scale of the process. Given that a 0 A − , the dominant time-varying signal of the cavity transmission |t c | 2 is obtained by neglecting the higher-order terms:
where φ T indicates the phase of T . Experimentally, the amplitude T amp and phase φ T of this signal are extracted from the data presented in the right panels of Figs. 1C-D: the amplitude of the sinusoidal signal refers to T amp and the phase difference between the reference and transmission signals indicates φ T . Note that T excludes the constant background of t c . We will focus our discussion on transmission signal T as this carries all the information about the intra-cavity field. the model and experimental data, which allows us to precisely calibrate the photothermal parameters. We fit the model to data taken at several other control powers and detunings, which gives us fitting values of β and γ th , i.e., −1.8 ± 0.2 pm/W and 2π × (15.9 ± 1.4) Hz respectively. The error here is the standard deviation.
We also consider an intuitive picture based on self-locking to provide physical insights into the effects mentioned above (see Fig. 3B ). We start the analysis from a single strong control field at ∆ 0 > 0. The cavity stays in a steady state under this single-frequency input. The blue point on the right side of the cavity resonance shown in Fig. 3B represents such a steady state in the case of an effective blue detuning. A secondary weak probe field, close to control frequency, then attempts to enter the cavity. The presence of the probe field can disrupt the stability of the cavity field due to the beat between the control and probe lasers. However, the following process prevents disruption from happening. When the control and probe laser are in phase, the presence of the probe field increases the overall intracavity power which in turn increases the cavity length (via photothermal effects). The increase of the cavity length then lowers the cavity power, which in turn cools the mirror and decreases the cavity length back towards what it was. As a result, the probe field fails to disrupt the cavity stability. This process gives rise to the transmission dip at the blue point (see Fig. 3B ). We can do a similar analysis for the red dot located within the red-detuned regime, i.e., power up → cavity length increase → power up, and power down → cavity length decrease → power down. This process means that the probe can easily disturb the cavity stability and lead to amplification in intracavity power.
The bandwidth of the transmission dip is obtained by fitting it to a Lorentzian function. Figure 4A includes the theoretical and experimental results of the power dependence of the bandwidth at four different control detunings. The error bars indicate the standard deviation in the fit of the bandwidth. The theory shows that the bandwidth is linearly dependent on the control power. This is based upon the assumption that the photothermal coefficient β does not change with the increase of the mirror temperature. The experimental data agree well with the theory at low control powers. There is, however, a disagreement at the control power of 160 mW (data of red dot) since the increased mirror temperature increases the value of β. The transmission dip linked to the red point is given in Fig. 4B . The inset of Fig. 4B presents a clear discrepancy between the data and the model under the photothermal parameters that we calibrate at low powers. The experimental result implies that the power dependence of the bandwidth is nonlinear at high powers. It is noted that the model will be still valid when taking into account the modifications of the photothermal parameters due to mirror heating. The orange line in Fig. 4C is a new fit of the model to data and we still see a good agreement. We obtain a new photothermal coefficient of −3.4 pm/W at this control power.
C. Group delay and advance of probe field
The previous section discussed the total transmission of the cavity. It is also of interest to explore the modification of the intracavity probe field in the presence of photothermal effects. As discussed earlier, two optical sidebands at Ω p (same as probe field) and −Ω p are generated inside the cavity since the cavity power is coupled to the optical path length via photothermal effects. When focusing on the behavior of the probe field, we will only look at the sideband of the frequency which is the same as the probe. From Eq. (9), the normalized probe transmission is obtained as:
In the absence of the control field, i.e., f (Ω p ) = 0, Eq. (11) is reduced to a Lorentzian form which is the typical profile of a bare cavity response. Experimentally, the amplitude and phase of the probe transmission are calibrated from the measurement of the amplitude and phase of cavity transmission T (see Supplementary Material) . Figure 5A shows the theoretical prediction (solid curve) of the probe transmission and corresponding experimental result (red dots). The Lorentzian response of the transmitted probe field is modified in the presence of a strong control field. Under the same control detuning, the excitation of the intracavity probe field is either amplified or suppressed depending on the probe frequency. The inset of Fig. 5A shows the details of this effect. This behavior is similar to OMIT and EIT phenomena, though it is distinct. The transmission dip occurs at Ω p ≈ 0 where the probe frequency is very close to the control frequency while OMIT happens when the beat frequency of control and probe is equal to the resonant frequency of its mechanical resonator. In addition, the sharp signature in the probe transmission spectrum is asymmetric, with the simultaneous presence of a peak and a dip. In an optomechanical system, the transparency is present for a red-detuned control while the absorption appears in the blue-detuned regime.
We can use the scattering picture to explain this phenomenon. The beating of the control and probe fields induces the oscillation of the effective cavity length due to photothermal effects. The oscillation frequency is determined by the beating frequency as the ansatz δx th = qe −iΩ p t + q * e iΩ p t suggests. Furthermore, the amplitude and phase of the oscillation are controllable via the control and probe lasers. In turn, the oscillation leads to the Stokes-and anti-Stokes scattering of the control field. When Ω p > 0, the frequency of the probe field is the same as that of the scattered anti-Stokes field. Since the anti-Stokes field and the probe field are out of phase, their destructive interference suppresses the intracavity probe field and induces a transmission dip. When Ω p < 0, both the frequencies and the phases of the probe field and the Stokes field are the same. The interference of the two optical fields leads to amplification of the probe field.
The presence of the transmission dip or sharp absorption peak implies a strong modification of the cavity dispersion. The phase response of the transmitted probe field is shown in Fig. 5B . A sharp change of the phase is observed at Ω p ≈ 0. The behavior of the probe phase gives a measure of the group delay or advance of the probe field as it travels through the cavity. We can obtain the group delay using the following two methods [see references [12] and [13] respectively],
where φ t p (Ω p ) is the phase of the probe transmission obtained from Eq. (11) . The sign of τ t determines the property of the light, that is, a positive and a negative sign imply slow light and fast light respectively [8] . At control power of P con ≈ 90 mW and effective control detuning of ∆ 0 ≈ 0.28κ, we observe a maximum group delay of about 0.6 ms at Ω p < 0 and a maximum group advance of about 1.4 ms at Ω p > 0 (see Fig. 5C ).
The simultaneous presence of the effects of slow and fast light is due to the asymmetric feature in the probe transmission spectrum, that is, it is a result of the photothermally induced transparency and absorption. The values of delay and advance are dynamically tunable via the intensity or detuning of the control laser. The theoretical prediction is shown in Fig. 6 . The blue dots on the plots correspond to the case we discussed in Fig. 5 . Here we assume that the photothermal coefficient remains constant as the mirror temperature increases. We can switch between slow and fast light effects easily by modulating the detuning of the control laser. The maximum delay can be about 10 ms, which is much longer than the ones achieved on OMIT [13] . The cavity length L c is 50 mm, which gives us a pulse propagation velocity of about 5 m/s (The group velocity is obtained from v g = L c /τ t [32, 33] ). The bandwidth of the pulse, however, is limited by the photothermal relaxation rate which in this case is about 2π × 15.9 Hz. As mentioned earlier, we plot Fig. 6 in the parameter regime which is enclosed with solid curves in Fig. 2 .
The green curves suggest that huge delays and advances of the group velocity can occur at the transition from bistability to single stability. With regard to the superluminal effect, the peak of a narrow-band pulse is faster than light and travels through the cavity before it enters into the cavity. This case, however, occurs at the price of the distortion of the pulse. The signal (front of the pulse) is still sub-luminal and satisfies the principles of causality and relativity for the transfer of energy or information [34] .
III. DISCUSSION
We are the first to propose and demonstrate the transparency phenomenon induced by photothermal effects. We apply a weak laser to probe the response of an optical cavity that is strongly driven by a control laser and exhibits photothermal effects. The total cavity transmission includes two sidebands as a result of the photothermal back action. We experimentally observe a narrow dip in the cavity transmission power spectrum which is in line with the theoretical prediction. The bandwidth of this dip is controllable via the control power and detuning. Furthermore, we report a near-unity dip as well as a sharp peak in the probe transmission. We also find a strong modification of the phase response of the probe field when the probe frequency is close to control frequency. Such an intense dispersion leads to a maximum group delay and a maximum group advance on the order of milliseconds. The delay and advance are capable of being dynamically tuned by control powers and effective control detunings. It is worth noting that the delay or advance of the group velocity is also determined by the photothermal parameters. Some materials have practically tunable photothermal parameters [35] . The photothermal relaxation rate can also be controlled by the size of the beam spot on the mirror. This can easily be achieved by adjusting the transverse electromagnetic mode via the change of the cavity length. Ultimately, this highly tunable group advance/delay phenomenon makes the photothermal effects attractive in the field of all-optical control.
We would like to note that it might be difficult to extend the effects investigated here towards the quantum regime since the optical information transferred to the photothermal effects can dissipate into the environment. Unlike EIT and OMIT, the underlying mechanism for PTIT does not involve interference between two quantum paths. However, as with EIT and OMIT, PTIT arises due to destructive interference between a probe field and the anti-Stokes sideband of light scattered from a control field. This interference leads to a transparency window that is narrower than the cavity or absorption linewidth. Also, it has been experimentally demonstrated that the presence of photothermal effects can suppress the Brownian fluctuations of a microlever [36] . A recent theoretical work [37] proposed that the photothermal effects can cool a mechanical resonator down close to its quantum ground state in the bad-cavity limit. These works suggest that it may be possible to achieve a quantum version of photothermally induced transparency.
Considering that the photothermal-cavity interactions can either set a fundamental limit to metrology applications [38, 39] or offer an effective way of suppressing Brownian noise [36, 40] , the characterization of photothermal effects is crucial for cavity-based experiments requiring high sensitivity. A straightforward application of the PTIT effect is to characterize the photothermal parameters. One can easily set up an experiment similar to ours and fit the transmission data to our model to extract the photothermal parameters. In addition, all effects reported in our work are easy to access experimentally and thus show a convenient way towards applications on classical signal processing, e.g., optical amplification and filtering.
IV. MATERIALS AND METHODS
The cavity mirrors of our system were attached to a hollow Invar cylinder to form a resonator that has reduced thermal variations and acoustic noise. The beam waist of the cavity field is close to the front mirror such that the laser intensity at the front mirror is higher than at the end mirror so that the photothermal effects on the front mirror is dominant. We oriented the front mirror with the high-reflectivity coating facing outwards so that the intra-cavity field passes through the substrate, as shown in Fig. 1B . In this configuration, the substrate of the front mirror was heated by the absorption of intracavity photons, leading to both a change in the refractive index of the substrate and outward thermal expansion of the mirror surface. This allows us to explore the photothermal effects at low laser powers. The substrate of our cavity mirrors was made from fused silica. One can use another material with a higher absorption coefficient as the substrate (e.g., BK7), which will further lower the power requirements for the experiment.
The system parameters are calibrated as follows: cavity 
The cavity transmission is also calculated as follows t = κa/2 = κ 2 (a 0 + A − e −iΩ p t + A + e iΩ p t ) 
Here we assume that the losses of the front (κ f ) and end (κ e ) mirrors contribute equally to the total loss (κ). Given that a 0 A − , the normalized oscillation part (T) of the transmitted signal is easily obtained by ignoring the higher-order terms:
where φ T indicates the phase behavior of the cavity transmission.
Appendix B: Shape of the transparency window of the cavity transmission
We can see that the transmission windows in Fig 3 a,b, and Fig 4b follow a Lorentzian shape. In this section, we will derive an expression for this. We begin with the amplitude of cavity transmission:
The square of this may be expanded as |T amp | 2 = κ 2 Ω 2 p + γ 2 th 4(∆ 0 − Ω p ) 2 + κ 2 / 64α 2 |a 0 | 2 ∆ 2 0 G 2 γ 2 th − 16α|a 0 | 2 ∆ 0 Gγ th 4∆ 2 0 γ th + κ 2 γ th − 4Ω 2 p (κ + γ th ) + Ω 2 p + γ 2 th 4(∆ 0 − Ω p ) 2 + κ 2 4(∆ 0 + Ω p ) 2 + κ 2 .
(B2)
We wish to approximate |T 2 amp | over the transmission window, which occurs when Ω p is of the same order as γ th . To analyse this regime we introduce dimensionless parameters:
In terms of these we have |T amp | 2 = (1 + 4(∆ 0 −Ω p ) 2 )(1 + (κ Ω p ) 2 ) / 64|a 0 | 2G2∆2 0 + 16|a 0 | 2G∆ 0 (−1 − 4∆ 2 0 + 4(1 + κ )Ω 2 p ) +(1 + 4(∆ 0 −Ω p ) 2 )(1 + (κ Ω p ) 2 )(1 + 4(∆ 0 +Ω p ) 2 ) .
(B4)
We now approximate |Ω p | |∆ 0 |, as our detuning ∆ 0 is of order κ while Ω p is of order γ th . This corresponds to sending
in which case the transmission window becomes (returning to the original variables)
T window = κ 2 (4∆ 2 0 + κ 2 )(γ 2 th + Ω 2 p ) γ 2 th 4∆ 0 (∆ 0 − 2|a 0 | 2 Gα) + κ 2 2 + (4∆ 2 0 + κ 2 ) 2 Ω 2 p .
(B6)
We can recover the Lorentzian shape by subtracting (B6) from the response of a bare cavity evaluated at Ω p = 0:
